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Connector for ignition and ionization cables, with or without suppression resistance  

 
 
Technical details 
Housing type 
Number of poles 
Rated voltage 
Pollution degree 
Type of terminals 
Conductors 
Degree of protection IP 
Temperature range (silicon cap) 
Temperature range (harness)  
Fastening 
 

 
 
Free connector, female, rewirable 
1  
Depending on the cable used 
II  
Female Ø 6,3 mm, crimped 
Flexible cables 
To be tested with the counterpart 
LLT -40°C / ULT 180°C  
Depending on the used components 
N.A. 

 
Cable specifications 
Type 
Section 
 

 
 
Silicon / PFA (other cable types are evaluable on request) 
0,50-0,75-1,00 mm² (other sections are evaluable on request) 

 
Material molding 
Internal insert 
Silicon cap 
 

 
 
PA66 V0 RTI elec 140 
Silicon  

 
Glow Wire Test – EN 60695-2-11 according EN 60335-1 
Internal insert 
Silicon cap 
 

 
 
GWEPT: 750  
GWEPT: 850 

 
Storage 

 
Storage in a ventilated and dry place, protected from water, 
heat and fire, don’t stack heavy weights. If supplied with the 
harness, in case of long-time storage, to avoid deformation on 
the silicon cap we advise to remove them from the boxes and 
store on cable racks. 
 

 
 

 
 
 
 
  


